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Clamps

CLPVC2

CLSIL2

Our deluxe line of 2-prong burette clamps are made of pressure die-cast 
zinc alloy and are chrome plated. Adjustable to hold up to 60mm O.D. 
burettes, these clamps feature a spring-type adjustment key. Boss head 
clamp can swing freely and is lockable at any angle up to 360°, and can 
be used with rods up to 19mm.

2-Prong Burette Clamps with Boss Head

CLCORK2

Item 
No. Description

Maximum Use 
Temperature

CLCORK2
2-Prong.Burette.Clamp.with.Boss.Head,..

Cork.coated.grips 60°C

CLPVC2
2-Prong.Burette.Clamp,.with.Boss.Head,..

PVC.coated.grips 80°C

CLSIL2
2-Prong.Burette.Clamp,.with.Boss.Head,..

Silicone.coated.grips 280°C

Our deluxe line of 2-prong burette clamps are made of pressure die-cast 
zinc alloy and are chrome plated. Adjustable to hold up to 60mm O.D. 
burettes, these clamps feature a spring-type adjustment key. Extension rod 
is 8.25" long, 5/16" O.D., with an overall length of 12.75". 

2-Prong Burette Clamps with Extension Rod

CLCORK1

CLSIL1

Item 
No. Description

Maximum Use 
Temperature

CLCORK1
2-Prong.Burette.Clamp.with.Extension.Rod,..

Cork.coated.grips 60°C

CLPVC1
2-Prong.Burette.Clamp.with.Extension.Rod,..

PVC.coated.grips 80°C

CLSIL1
2-Prong.Burette.Clamp.with.Extension.Rod,..

Silicone.coated.grips 280°C

CLPVC1

Features a 2-prong die-cast clamp attached to a chrome-plated steel rod. 
Jaws are lined with cork. Overall length is 8".

2-Prong Extension Clamp with Steel Rod

Item No. Description
Maximum Use 
Temperature

CLEX01 2-Prong.Extension.Clamp.with.Steel.Rod 60°C


