
1236R 1736R 2236R
p. 90 p. 90 p. 90

Max. RPM / Fixed angle 12,000 rpm 17,000 rpm 22,000 rpm

Max. RPM / Swing-out 5,000 rpm 5,000 rpm 5,000 rpm

Max. RCF / Fixed angle 16,582 xg 32,310 xg 54,111 xg

Max. RCF / Swing-out 5,394 xg 5,394 xg 5,394 xg

Max. capacity / Fixed angle 6 x 85 mL,  8 x c50 mL, 
30 x 1.5/2.0 mL

6 x 500 mL, 8 x c50 mL, 
30 x 1.5/2.0 mL

6 x 1,000 mL, 8 x c50 mL,
30 x 1.5/2.0 mL

Max. capacity / Swing-out
4 x 250 mL, 
48 x 15 mL, 

16 MTPs

4 x 250 mL, 4 x 3 x c50 mL,
4 x 12 x 15 mL, 4 x 4 MTPs

4 x 250 mL, 4 x 3 x c50 mL,
4 x 12 x 15 mL, 4 x 4 MTPs

RCF/RPM conversion Yes Yes Yes

Temperature range  -20℃ to 40℃  -20℃ to 40℃  -20℃ to 40℃

FAST cool button Yes Yes Yes

Time control Pulse, Timed < 10 hr, or Continuous Pulse, Timed < 10 hr, or Continuous Timed < 100 hr, or Continuous

CE mark Yes Yes Yes

Cat. No. GZ-1236R GZ-1736R GZ-2236R

Function Features

High Capacity Rotor for 2236R
Fixed angle rotor up to 4 x 1,000 mL (8,000 RPM), 
6 x 1,000 mL (7,000 RPM)

User-friendly Height
Floor standing  wheel's height enables user operation 
comfort, safety, space saving and practical lid opening 
and closure.

Four Lockable and Leveling Casters
The wheels allow a better positionning and movement
of the centrifuge to fit in the laboratory space.

Multi-step Function 
Enables operation up to 5 protocols per run combined for 
complex experiments.


